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15-23mm

HRC

Small installation width from 15 to 23 mm
The installation width and the holes are consistent with
the standard ball guide rails

Maintenance-free with HRC roller carragies
Lightweight design

 a
[mm]

h
[mm]

C5=C6 [mm] C4

[mm]
K1

[mm] [mm]
 Weight

[g/m]

HR01-15-0000 15 10 50 60 M4 2500 600

HR01-20-0000 20 10 50 60 M5 2500 830

HR01-25-0000 23 24 10 50 60 M6 2500 1150

L

a

h

C4
K1 C6C5

H R 0 1 - 1 5 - 0 0 0 0

 Width 

 Length 
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10m/s
10%

ST- HT-  VQ-
ST-90 HT-120

Installation threaded holes are consistent with the standard ball sliders

 A
[mm]

A1

[mm]
A2

[mm]
C1

[mm]
C2

[mm]
L

[mm]
H

[mm] [mm]
T

[mm]
K1

[mm]
K2

[mm]

 
Static load  

Weight
[kg]

HRC01-15-100-BR04-ST 65 50 26 40 26 100 11 M4 M6 585 2340

HRC01-20-110-BR04-ST 60 32 45 36 110 32 11 M5 M8 820 3280

HRC01-25-120-BR04-ST 85 65 35 50 35 120 36 12 M6 M8 925

HRC01-15-100-BR04-HT 65 50 26 40 26 100 11 M4 M6 585 2340

HRC01-20-110-BR04-HT 60 32 45 36 110 32 11 M5 M8 820 3280

HRC01-25-120-BR04-HT 85 65 35 50 35 120 36 12 M6 M8 925

HRC01-15-100-BR04-VQ 65 50 26 40 26 100 11 M4 M6 585 2340

HRC01-20-110-BR04-VQ 60 32 45 36 110 32 11 M5 M8 820 3280

HRC01-25-120-BR04-VQ 85 65 35 50 35 120 36 12 M6 M8 925

L

C1

K1

A1 A2

A H

N
T

K2

C2

Coz-

HRC

CSB®

15

x
z

H R C 0 1 - 1 5 - 1 0 0 - S R 0 4 - S T

 Guide rail width

 Carriage length

ST-
Standard anti-wear version
HT-
VQ-


