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Cable carrier
 B

[mm]
d1

[mm]
A1

[mm]
A2

[mm]
   H1

[mm]
H2

[mm]
HRa

[mm]

C02.18
C02.25 GT035070.2000.GS 2 9 12 26 20 35 70

C02.35 GT050100.2000.GS 2 11 15 35 20 50 100

C03.32 GT054130.2000.GS 2 11 15 35 20 54 130

C02.45
C03.42 GT064130.2000.GS 2 11 15 35 30 64 130

C03.56 GT084170.2000.GS 2 11 20 50 30 84 170

C03.80 GT108220.2000.GS 2.5 14 20 50 30 108 220

C

Cbale carriers
DURAMOV® C02 and C03

Standard length: 2m section
 Clamping brackets

 Glide bars
Standard length: 2m section

C
The length according to Lc

Two piece design, adjustable to the width according the cable carriers
Available in galvanised steel and stainless steel
Available with plastic glide bar in guide trough

1

2

3

4

5
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G T 0 3 5 0 7 0 . 2 0 0 0 .G S .G B .C B 1 7 5 . S N

+ +C
Standard: GS- Galvanized Steel, optional: ES- 304 stainless steel

optional: Glide bar

 Standard section length: 2m
 Steel guide trough series

optional: C

*CB.HD.000.GS 000 = Bi+125

optional: Screw and nut set

 

 

Clamping bracket Glide bar C

 
Quantity
[pcs/set]

Weight
[kg/set]

 
Quantity
[pcs/set]

Weight
[kg/set]

 
Quantity
[pcs/set]

Weight
[kg/set]

 
Quantity
[pcs/set]

GT035070.2000.GS SP035070.2000.GS 1 3.75 CL035070.GS 1 0.12 GB020.2000 1 0.75 CB.HD.000.GS 1

GT050100.2000.GS SP050100.2000.GS 1 4.95 CL050100.GS 1 0.16 GB020.2000 1 0.75 CB.HD.000.GS 1

GT054130.2000.GS SP054130.2000.GS 1 5.90 CL054130.GS 1 0.20 GB020.2000 1 0.75 CB.HD.000.GS 1

GT064130.2000.GS SP064130.2000.GS 1 5.90 CL064130.GS 1 0.20 GB030.2000 1 1.70 CB.HD.000.GS 1

GT084170.2000.GS SP084170.2000.GS 1 7.65 CL084170.GS 1 0.25 GB030.2000 1 1.70 CB.HD.000.GS 1

GT108220.2000.GS SP108220.2000.GS 1 11.45 CL108220.GS 1 0.31 GB030.2000 1 1.70 CB.HD.000.GS 1

 Clamping bracket
 Per section

Glide bar
 Per section

C
 Per section

GT035070.2000.GS
Countersunk-head screw 

M6 14, 4 pcs

M6, 4 pcs

M10 35, 22 pcs

M10, 22 pcs

M10 16, 2 pcs
T  T-nut 
M10, 2 pcs

GT050100.2000.GS

GT054130.2000.GS

GT064130.2000.GS
Countersunk-head screw

M6 14, 4 pcs

M6, 4 pcs

M10 45, 22 pcs

M10, 22 pcs

M10 16, 2 pcs
T  T-nut 
M10, 2 pcs

GT084170.2000.GS

GT108220.2000.GS
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R 63 75 100 125 150 175 200 250

H2 130 150 166 166 166 166 166 166

D2
+25 140 150 350 475 500 655 770 950

K2 335 375 616 784 896 1120 1288 1624

- - 144 244 244 374 464 594

R 75 100 125 150 200 250 300

H2 150 200 186 186 186 186 186

D2
+25 208 233 475 570 780 1010 1150

K2 370 450 804 1005 1340 1675 1943

- - 233 303 463 643 733

R 38 48 75 100 125 150

H2 76 96 150 100 100 100

D2
+25 102 112 139 340 495 540

K2 190 220 305 600 800 940

- - - 179 305 340

R 55 75 100 125 150 175 200 225 250

H2 110 150 100 100 100 100 100 100 100

D2
+25 142 162 380 440 590 755 950 1040 1130

K2 265 330 644 736 1012 1242 1472 1610 1794

- - 204 244 364 504 674 754 804

S/ 2
S

D 2

K 2

S/ 2

H
Ri

H
2 R

Moving end Fixed end

xed end

Guide trough without glide barGuide trough with glide bar

Total length of guide trough

* For center mount applications: Chain length = S/2 +K2
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R 135 150 175 200 250 300 350 400

H2 270 266 266 266 266 266 266 266

D2
+25 268 450 580 710 980 1180 1440 1850

K2 610 819 1092 1274 1638 2002 2275 2548

- 159 259 359 559 709 905 959

R 150 200 250 300 350 400 500

H2 242 242 242 242 242 242 242

D2
+25 550 800 1000 1200 1450 1600 2100

K2 890 1330 1665 2000 2330 2660 3440

189 389 539 689 889 989 1389

R 63 75 100 125 150 175 200 225 250 300

H2 126 150 166 166 166 166 166 166 166 166

D2
+25 146 158 370 470 500 655 770 900 930 1100

K2 310 350 6116 784 896 1120 1288 1456 1568 1904

- - 160 210 240 3700 460 540 570 690

R 75 100 125 150 175 200 250 300 350

H2 150 200 186 186 186 186 186 186 186

D2
+25 174 199 475 570 670 780 1030 1150 1500

K2 370 450 804 938 1139 1340 1675 1943 2412

- - 230 300 380 460 660 730 1030

Gu
id

e 
tr

ou
gh

s


